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2JS20

GNSS Ceramic Surface Mount

Key Features

GPS/GLONASS/QZSS/Galileo

- 1575-1606 MHz

Surface Mount

Easy to Integrate ) S

Compact size ffj_\\%(‘lg « / il
Ceramic Material e

Ground Plane Dependent _
Dimensions 25 x 25 x 4 mm
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Parameters GNSS Ceramic Surface Mount Antenna

Standards GPS/QZSS/Galileo GLONASS
Bands (MHz) 1575 1602
Frequency (MHz) 1575.42 1598-1606
Return Loss (dB) ~-26.4 ~-26.4
VSWR ~1.1:1 ~1.1:1
Efficiency (%) ~84.2 ~80.9
Peak Gain (dBi) ~4.6 ~4.7
Average Gain (dB) ~-0.7 ~-0.9
Impendance (Ohms) 50

Radiation Pattern Hemispherical

Antenna Measurement Conditions:

Free Space

Mounted on Ground Plane of 70 x 70 mm
Measured in Certified CTIA 3D Anechoic Chamber

Specifications 2JS20
Mounting Type Surface Mount
Dimensions (mm) 25x25x4
Material Ceramic
Operating Temperature (C) -40 to +85
Storage Temperature (C) -40 to +85
Substance Compliance RoHS
Typical Shear Force Test 50Kgf according to IEC62137-1-2:2007
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Radiation pattern reference
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1575 AND 1600 MHz Radiation pattern
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Recommended PCB Dimensions

0.6mm PTH

[ Solder Region
[] Copper Region
[] copper-Free Region

Ceramic Anfenna

50 Ohm Line

Antenna footprint dimension

Layout dimensions for antenna integration (mm)
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Matching Network Drawing

3D View of matching components and recommended values
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REFLOW TEMPERATURE PROFILE
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* GNSS Development Board 25><25mm . » GNSS Developmel‘wt Boaréi 25x25mm
2JDB0620 2JDB0620
Front View without Antenna Front View with Antenna
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Side View Back View
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Dimensions for ceramic antenna 25 x 25 x 4 mm
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Front View
Tape and Reel Specifications
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PACKAGING SPECIFICATION

Antenna 2JS20
REEL

Max Quantity per Reel 250
REEL BOX

Reels per Box 1
Reel Box Dimensions (cm) 34x34x4
Reel Box Weight (Kg) 2.75
CARTON

Reels per Carton 4
Max Quantity per Carton 1000
Reel Carton Dimensions (cm) 36 x 36 x 23
Reel Carton Weight (Kg) 11

Storage Conditions:

- Storage Temperature Range: -40 °C to +85 °C

- Oxidizable material. Store for 12 months in vacuum sealed bag.
- Repack material after use by re-sealing package.

@ www.2j-antennae.com @ www.2j-antennasusa.com Page: 13/14
S  JSsGSGSGSGSTSTSGSLSLSGSGSGSGSGSGSGSESESGSGSESGSESGSESESEGESEGSEGSEGESESSESEGGSESESEEGGSSSEEEESSSESEEEEESESESESEESEEEEEEEEEEEEEEEEEEEEEEEEEEEEEERRR



J2J

antenna conceptor

@ www.2j-antennae.com @ www.2j-antennasusa.com Page: 14/14
S  JSsGSGSGSGSTSTSGSLSLSGSGSGSGSGSGSGSESESGSGSESGSESGSESESEGESEGSEGSEGESESSESEGGSESESEEGGSSSEEEESSSESEEEEESESESESEESEEEEEEEEEEEEEEEEEEEEEEEEEEEEEERRR



