
MP70 MP70E GX450 ES450

RADIO SUPPORTED MC7455 (NA & EMEA)
MC7430 (APAC)
MC7354 (US)

MC7354 (US) MC7354 (NA)
MC7304 (INTL)

MC7354 (NA)
MC7304 (INTL)

TECHNOLOGY SUPPORTED LTE-A, HSPA+ LTE, EV-DO LTE, HSPA+, EVDO, GSM LTE, HSPA+, EVDO, GSM

APPROVED CARRIERS Verizon, AT&T, T-Mobile, 
Telstra, Rogers, Others 
pending

Verizon, AT&T, Sprint Verizon, AT&T, Sprint, 
T-Mobile, US Cellular, 
Rogers, Bell, Telus

Verizon, AT&T, Sprint, T-Mobile, US Cellular, Rogers, 
Bell, Telus

NAVIGATION 48 Channel Dedicated GNSS with Inertial Dead 
Reckoning*

12 Channel 
GPS/GLONASS

N/A

HOST INTERFACE 4 Ethernet (10/100/1000)
1 Serial (RS232)
1 USB 2.0 (micro)
5 GPIO

1 Ethernet (10/100)
1 Serial (RS232)
1 USB 2.0 (micro)
1 GPIO

1 Ethernet (10/100)
1 Serial (RS232)
1 USB 2.0 (micro)
1 GPIO

SIM SLOT (2FF) 2 (with Network 
Operator Switching)

1 (with Network 
Operator Switching)

1 (with Network 
Operator Switching)

WI-FI 2.4/5GHz 
802.11b/g/n/ac
3x3 MIMO

2.4GHz
802.11b/g/n
1x1 MIMO

N/A

WI-FI CLIENTS/ SECURITY 128 clients
WPA2-Personal/Enterprise

8 clients
WPA2-PSK

N/A

SECURITY Port filtering, IP whitelist
AAA (LDAP, RADIUS, TACACS+)
MAC Address filtering
Secure Firmware Update

Port filtering, IP whitelist
AAA (LDAP, RADIUS, TACACS+)
MAC Address filtering
Secure Firmware Update

Port filtering, IP whitelist
AAA (LDAP, RADIUS, TACACS+)
MAC Address filtering
Secure Firmware Update

VPN IPSec, OpenVPN, GRE Tunnel, Split Tunnel, 
VPN failover
5 concurrent tunnels
Dead Peer Detection

IPSec, OpenVPN, GRE Tunnel, Split Tunnel, 
VPN failover
5 concurrent tunnels
Dead Peer Detection

IPSec, OpenVPN, GRE Tunnel, Split Tunnel, 
VPN failover
5 concurrent tunnels
Dead Peer Detection

INDUSTRY 
STANDARD

MIL-810G/IP64 MIL-810G/IP64 MIL-810G

E-Mark, SAE J1455,
ISO7637-2

E-Mark, ISO7637-2 N/A

N/A Class 1 Div 2 N/A

MANAGEMENT Via AMM Yes Yes Yes

Via ALMS Yes Yes Yes

OPERATIONAL VOLTAGE 7-36VDC 9-36VDC 9-36VDC

OPERATING TEMPERATURE -30°C to +70°C -30°C to +70°C -20°C to +60°C

OPTIONAL UPGRADES Wi-Fi Wi-Fi / Dual Serial / I/O Telemetry N/A

DIMENSIONS 190mm x 105mm x 45mm
7.48” x 4.13” x 1.77”

142mm x 98mm x 41 mm
5.59” x 3.86” x 1.61”

142mm x 98mm x 41 mm
5.59” x 3.86” x 1.61”

WARRANTY 3 Years with 2 years 
extended option

3 Years with 2 years 
extended option

3 Years with 2 years 
extended option

MORE INFORMATION Learn more Learn more Learn more

AirLink® Routers and Gateways

        Environment

        Vehicle Usage

        Industrial

*Available in an upcoming software release
**Upgrade to Multi-Band Radio module in early 2018

www.bipom.com sales@bipom.com 713.283.9970

https://source.sierrawireless.com/devices/mp-series/mp70/
https://source.sierrawireless.com/devices/gx-series/gx450/
https://source.sierrawireless.com/devices/gx-series/gx450/


RV50 RV50X

RADIO SUPPORTED MC7354 (NA)
MC7304 (INTL)

TECHNOLOGY SUPPORTED LTE, HSPA+, EVDO, GSM LTE, HSPA/HSPA+, 
TD-SCDMA

APPROVED CARRIERS Verizon, AT&T, Sprint, T-Mobile, US Cellular, Rogers,       
Bell, Telus

NAVIGATION 12 Channel 
GPS/GLONASS

HOST INTERFACE 1 Ethernet (10/100/1000)
1 Serial (RS232)
1 USB 2.0 (micro)
1 GPIO

SIM SLOT (2FF) 2 (with Network 
Operator Switching)

WI-FI N/A

WI-FI CLIENTS/ SECURITY N/A

SECURITY Port filtering, IP whitelist
AAA (LDAP, RADIUS, TACACS+)
MAC Address filtering
Secure Firmware Update

VPN IPSec, OpenVPN, GRE Tunnel, Split Tunnel, 
VPN failover
5 concurrent tunnels
Dead Peer Detection

INDUSTRY 
STANDARD

MIL-810G/IP64

E-Mark, SAE J1455, 
ISO7637-2 

Class 1 Div 2

MANAGEMENT Via AMM Yes

Via ALMS Yes

OPERATIONAL VOLTAGE 7-36VDC 

OPERATING TEMPERATURE -30°C to +70°C

OPTIONAL UPGRADES N/A

DIMENSIONS 119 mm x 85 mm x 34 mm
4.68” x 3.34” x 1.34”

WARRANTY 3 Years with 2 years 
extended option

MORE INFORMATION Learn more

AirLink® Routers and Gateways

        Environment

        Vehicle Usage

        Industrial

www.bipom.com sales@bipom.com 713.283.9970

https://source.sierrawireless.com/devices/rv-series/rv50/



