
Stacking Shrouded Banana Plug, Part No. 9383.

PATCH CORDS AAND TEST LEADS
COLOR CHART
Black      Green
Brown    Blue
Red        Violet
Orange   Gray
Yellow    White

Test leads available
in the above colors.

Additional lead lengths, wire types, and
custom leads are available upon request.

SETS && CUSTOM CCOLOR
Standard Sets:
R/B = 1 red, 1 black 
S = 1 each of 10 colors 
S(color) = 10 of one color

See specific part numbers for
standard wire gauge information.

4”
8”

12”
18”

10cm
20cm
30cm
45cm

24”
36”
48”
60”

60cm
90cm

120cm
150cm

Standard lengths include:

PLEASE SPECIFY LENGTH IN INCHES

STANDARD BBANANA PPLUG TTO SSTANDARD BBANANA PPLUG

STANDARD BBANANA SSOCKET TTO SSTANDARD BBANANA PPLUG

STANDARD BBANANA SSOCKET TTO SSTANDARD BBANANA SSOCKET

SHROUDED RRIGHT AANGLE BBANANA PPLUG TTO SSHROUDED
RIGHT AANGLE BBANANA PPLUG

Part Number Wire Type
9105-(length)-(color) 22 AWG PVC
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Part Number Wire Type
9183-(length)-(color) 18 AWG PVC

Part Number Wire Type
9106-(length)-(color) 22 AWG PVC

Part Number Wire Type
9111-(length)-(color) 18 AWG PVC

Part Number Wire Type
9109-(length)-(color) 22 AWG PVC

Part Number Wire Type
9128-(length)-(color) 22 AWG PVC

Part Number Wire Type
9108-(length)-(color) 22 AWG PVC
9108H-(length)-(color) 18 AWG PVC

Part Number Wire Type
9107-(length)-(color) 22 AWG PVC

Part Number Wire Type
9137-(length)-(color) 18 AWG PVC

Part Number Wire Type
9142-(length)-(color) 18 AWG PVC

STACKING MMINIATURE BBANANA PPLUG TTO SSTACKING MMINIATURE
BANANA PPLUG

MINIATURE BBANANA PPLUG TTO MMINIATURE BBANANA PPLUG

Standard Banana Plug, Part No. 9202.

HEAVY DDUTY SSTANDARD BBANANA PPLUG TTO SSTANDARD
BANANA PPLUG

Heavy Duty Standard Banana Plug, Part No. 9214.

STACKING SSTANDARD BBANANA PPLUG WWITH HHEAVY WWIRE TTO
STACKING SSTANDARD BBANANA PPLUG

Stacking Standard Banana Plug, Part No. 9203. Stacking Standard Banana Plug, Part No. 9260.

Miniature Banana Plug, Part No. 9213.

Stacking Miniature Banana Plug, Part No. 9261.

.250” Spade Lug, Part No. 9208.
Stacking Standard Banana Plug, Part No. 9260.

Standard Banana Socket, Part No. 9210.
Standard Banana Plug, Part No. 9202.

.250” ((6.35mm) IINSULATED SSPADE LLUG TTO SSTACKING SSTANDARD
BANANA PPLUG

Standard Banana Socket, Part No. 9210.

Shrouded Right Angle Banana Plug, Part No. 9301.

Part Number Wire Type
9902-(length)-(color) 18 AWG PVC
9929-(length)-(color) 18AWG Silicone

STACKING SSHROUDED BBANANA PPLUG TTO SSTACKING SSHROUDED
BANANA PPLUG

STACKING SSTANDARD BBANANA PPLUG TTO SSTACKING SSTANDARD
BANANA PPLUG
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PATCH CORDS AAND TEST LEADS

Shrouded Right Angle Banana Plug, Part No. 9302.

Shrouded Right Angle Banana Socket, Part No. 9309.

SHROUDED RRIGHT AANGLE SSTANDARD BBANANA SSOCKET TTO
SHROUDED RRIGHT AANGLE SSTANDARD BBANANA SSOCKET

SHROUDED RRIGHT AANGLE SSTANDARD BBANANA PPLUG TTO
RETRACTABLE SSHROUDED RRIGHT AANGLE SSTANDARD BBANANA PPLUG

SHROUDED RRIGHT AANGLE SSTANDARD BBANANA PPLUG TTO
SHROUDED RRIGHT AANGLE BBANANA SSOCKET

Stacking Shrouded Right Angle Banana Plug, Part No. 9205.

STACKING SSHROUDED RRIGHT AANGLE SSTANDARD BBANANA PPLUG
JUMPER

Stacking Shrouded Right Angle Banana Plug, Part No. 9306.

STACKING SSHROUDED RRIGHT AANGLE SSTANDARD BBANANA PPLUG
JUMPER

SHROUDED RRIGHT AANGLE SSTANDARD BBANANA PPLUG TTO
STANDARD BBANANA PPLUG

SHROUDED RRIGHT AANGLE BBANANA PPLUG TTO SSHROUDED RRIGHT
ANGLE BBANANA SSOCKET ((ACCEPTS SSHROUDED PPLUGS)

SHROUDED RRIGHT AANGLE SSTANDARD BBANANA PPLUG TTO MMETER
PIN PPLUG
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STACKING SSHROUDED RRIGHT AANGLE SSTANDARD BBANANA PPLUG
TO SSHROUDED RRIGHT AANGLE SSTANDARD BBANANA PPLUG 

Orrderr DDesk: 11 ((800) 9995-HHOOK
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Part Number Wire Type
9138-(length)-(color) 18 AWG PVC

Part Number Wire Type
9821-(length)-(color) 18 AWG PVC

Part Number Wire Type
9140-(length)-(color) 18 AWG PVC

Part Number Wire Type
9141-(length)-(color) 18 AWG PVC

Part Number Wire Type
9139-(length)-(color) 18 AWG PVC

Part Number Wire Type
9813-(length)-(color) 18 AWG PVC

Part Number Wire Type
9820-(length)-(color) 18 AWG PVC

Part Number Wire Type
9818-(length)-(color) 18 AWG PVC

Part Number Wire Type
9837-(length)-(color) 18 AWG PVC

Part Number Wire Type
9873-(length)-(color) 18 AWG PVC
9873-SIL(length)-(color) 18 AWG Silicone

SHROUDED RRIGHT AANGLE SSTANDARD BBANANA PPLUG
TO SSHROUDED RRIGHT AANGLE SSTANDARD BBANANA PPLUG

Shrouded Right Angle Banana Plug, Part No. 9302.
Shrouded Banana Plug, Part No. 9388.

Shrouded Right Angle Banana Plug, Part No. 9302.
Shrouded Right Angle Banana Socket, Part No. 9309.

Shrouded Right Angle Banana Plug, Part No. 9302.
Shrouded Right Angle Banana Socket, Part No. 9355.

Shrouded Right Angle Banana Plug, Part No. 9302.
Standard Banana Plug, Part No. 9214.

Shrouded Right Angle Banana Plug, Part No. 9302.
Meter Pin Plug, Part No. 9207.

Stacking Shrouded Right Angle Banana Plug, Part No. 9306.
Shrouded Right Angle Banana Plug, Part No. 9302.
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